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 PIPESCAN II DCVG equipment is now available.  This equipment has 
been developed following extensive research, based on field surveys 
and customer interaction which is ongoing to ensure the industry 
benefits in improved quality control and pipeline coating integrity 
assessment. 

 Equipment is supplied in heavy duty padded field case to ensure safe 
transportation. 

 Electronic components in meter, switcher and bias boxes are subject 
to a 12 month warranty period. 

 Full range of spares is available. 

 Designed and Manufactured by Corrosion Control Engineering Pty Ltd  

 

 

 PIPESCAN II Meter and charger 

 PIPESCAN II Meter protecting padded field case, c/w waist and neck straps and clear weather resistant cover. 

 PIPESCAN II Switcher and charger 

 Two (2) Biased 1200 Probe Box and charger 

 Two (2) Meter to Biased Box silicon cables and connectors 

 Two (2) three stage Non-Polarisable Probes 

 Two (2) Probe Handle Adapters 

 Four (4) Timber Tips in PVC holder c/w "o" rings 

 Heavy Duty Pelican Equipment case (600 x 450 x 220 mm) to ensure complete protection in transit 

 Optional – One piece probes 
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Office Locations - Australia 

New South Wales 
 

Corrosion Control Engineering (NSW) Pty Ltd 

Unit 4/378 Parramatta Road 
HOMEBUSH WEST  2140 
 

PO Box 2025 
HOMEBUSH WEST  2140 

P:  +61 2 9763 5611 
F:  +61 2 9763 5644 
E:  contact@cceng.com.au 

Victoria 
(servicing VIC, TAS, SA) 

Corrosion Control Engineering (VIC) Pty Ltd  

9J International Square 
TULLAMARINE  VIC  3043 

PO Box 482 
TULLAMARINE  VIC  3043 

P:  +61 3 9338 4900 
F:  +61 3 9310 3344 
E:  contactvic@cceng.com.au  

Queensland 
(servicing QLD, NT) 

Corrosion Control Engineering (QLD) Pty Ltd  

Unit 2/7 Luke Street 
LYTTON  QLD  4178 

PO Box 330 
BULIMBA  QLD  4171 

P:  +61 7 3393 3200 
F:  +61 7 3393 3199 
E:  reception-qld@cceng.com.au  

Western Australia Corrosion Control Engineering (WA) Pty Ltd  

7/41 Holder Way 
MALAGA  WA  6090 

PO Box 2569 
MALAGA  WA  6944 

P:  +61 8 9248 9133 
F:  +61 8 6210 1120 
E:  contactwa@cceng.com.au  

Office Locations – New Zealand 

Auckland Corrosion Control Engineering (NZ) Limited  

Unit 5A/5 Douglas Alexander Parade 
ALBANY  AUCKLAND  0752 NZ 

PO Box 300229 
ALBANY  AUCKLAND  0752 NZ 

P:  +64 9 415 2440 
F:  +64 9 415 2441 
E:  contact@cceng.co.nz  

New Plymouth Corrosion Control Engineering (NZ) Limited  

37 Karamea Street 
WHALERS GATE 
NEW PLYMOUTH  4150  NZ 

PO Box 5037 
WESTOWN 
NEW PLYMOUTH  4343  NZ 

P:  +64 6 751 4537 
F:  +64 6 751 4537 
E:  contact@cceng.co.nz 
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